
PRINCETONTEC.COM

A N  A M E R I C A N  M A N U F A C T U R E R   |   P R I N C E T O N T E C . C O M

WITH DOMEST IC  AND 
FOREIGN COMPONENTS

MADE IN
USA

SPECS 
POWER 10 Lumens
LAMP 1 Ultrabright LED  
BURN TIME 36 Hours
BATTERIES  (2) 2016 Lithium Coin Cell (included) 

(2032 for red and infrared LED)
WEIGHT 0.6oz / 17g 
WATER RESISTANT IPX4 (splashing water)

 

POINT®

SINGLE LED HEAD ON A FLEXI-NECK ALLOWS FOR PROPER 
LIGHTING IN ANY SITUATION.
Designed for the end-user needing to streamline their gear, the Point offers 
powerful LED technology in a virtually weightless package. Simplicity is key with 
a large, glove-friendly push button and a single LED. With the capability to be 
mounted practically anywhere, you’ll never need to take your eyes off of your task 
at hand with the MPLS-Point.

LED COLOR OPTIONS

TECHNOLOGY

INCLUDED MOUNTING HARDWARE:

ARCS HELMET MOLLE PICATINNY RAIL ABOVE RAILHAT CLIP

•BLACK, W LED PN: MPLS-1-BK 

•BLACK, G LED PN: MPLS-2-BK 

•BLACK, R LED PN: MPLS-3-BK 

•BLACK, IR LED PN: MPLS-IR-BK 

•BLACK, UV LED PN: MPLS-6-BK

•TAN, G/W LEDS PN: MPLS-II-2-TAN 

•TAN, R/W LEDS  PN: MPLS-II-3-TAN 

•TAN, B/W LEDS PN: MPLS-II-4-TAN 

•TAN, IR/W LEDS PN: MPLS-II-5-TAN 

•TAN, IR/R LEDS PN: MPLS-II-IR/RD-TAN 

•OD, G/W LEDS PN: MPLS-II-2-OD 

•OD, R/W LEDS PN: MPLS-II-3-OD 

•OD, B/W LEDS PN: MPLS-II-4-OD 

•OD, IR/W LEDS PN: MPLS-II-5-OD 

•OD IR/R LEDS PN: MPLS-II-IR/RD-OD
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